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VI.3.6  FLASH FLOOD GUIDANCE SYSTEM (FFGS) INITIALIZATION

This section describes the programs used to initialize the Flash
Flood Guidance System.

Section VI.3.6A describes the SETUP Menus used to define parameters
used to compute flash flood guidance values.

Section VI.3.6B describes the SETUP Menus used to define parameters
used to create flash flood guidance products.

Section VI.3.6C describes the optional ASCII files used to define
parameters.

Section VI.3.6D describes the program used to derive gridded threshold
runoff.

A list of the subsections follows:

VI.3.6  FLASH FLOOD GUIDANCE SYSTEM (FFGS) INITIALIZATION

VI.3.6A FLASH FLOOD GUIDANCE COMPUTATION SETUP (PROGRAM FFGUID)
VI.3.6A-SETUP  FFGUID SETUP MENU

VI.3.6A-SETUP-AREA   A  - AREAS (ZONES, COUNTIES)
VI.3.6A-SETUP-GRID   G  - GRIDDED RUNOFF
VI.3.6A-SETUP-HEAD   H  - HEADWATERS
VI.3.6A-SETUP-GRIDPM R  - RUNOFF ADJUST FOR GRIDS
VI.3.6A-SETUP-USER   U  - USER INFORMATION, EXTREMA, & OPTIONS

MENU
VI.3.6A-SETUP-WSUP   W  - MUNICIPAL WATER SUPPLY

VI.3.6B-FLASH FLOOD GUIDANCE PRODUCT GENERATION SETUP (PROGRAM    
     PRODGEN)

VI.3.6B-SETUP  PRODGEN SETUP MENU
VI.3.6B-SETUP-GROUP G - GROUPS OF PRODUCTS
VI.3.6B-SETUP-PROD  P - PRODUCTS
VI.3.6B-SETUP-TEXT  T - TEXTS
VI.3.6B-SETUP-USER  U - USER INFO & OPTIONS MENU

VI.3.6C INPUT FILE FORMATS
VI.3.6C-INFILE-AREA FILE FORMAT FOR PARAMETER GROUP: AREAS
VI.3.6C-INFILE-GRID FILE FORMAT FOR PARAMETER GROUP: GRID
VI.3.6C-INFILE-GROUP FILE FORMAT FOR PARAMETER GROUP: GROUP
VI.3.6C-INFILE-HEAD FILE FORMAT FOR PARAMETER GROUP: HEADWATERS
VI.3.6C-INFILE-GRIDPM FILE FORMAT FOR PARAMETER GROUP: GRID

PARAMETERS
VI.3.6C-INFILE-PROD FILE FORMAT FOR PARAMETER GROUP: PRODUCTS
VI.3.6C-INFILE-TEXT FILE FORMAT FOR PARAMETER GROUP: TEXTS
VI.3.6C-INFILE-WSUP FILE FORMAT FOR PARAMETER GROUP: WATER 

SUPPLY

VI.3.6D  FLASH FLOOD GUIDANCE (FFG) GRIDDED THRESHOLD RUNOFF

VI.3.6E  FLASH FLOOD GUIDANCE (FFG) - ZGRID PROGRAM


